
BLM-Q Install 
Install Manual



Install Process

Locate power source.

Electrical from BLM-Q unit to BLM-Q unit will be daisy chained.

Please keep the BLM-Q unit close to the regulator panel when possible.

Transponder must be installed after the Fob.

Tuck wires behind regulator panels when possible

Cable Management Device (aka: cable keeper) is recommended to be used in install and
can be purchased from BIOQTECH.

All should be kept neat!



Cooler Set-up



Locate Power Source



One transponder unit.



Two transponder unit.



Three transponder unit.



Four transponder unit.



Y’d Lines



AC Power
Adapter



Cables needed for install.



Cable Keeper



Transponder
Concave channel needs to be flush on beer

line.



BLM-Q Unit: Orange light indicates power and Blue 
lights indicates number of transponders.



Wall mounting bracket



Label represents how many transponders are
plugged into unit.



Small, Medium and Large cable ties.



Large cable ties. For keeping cable behind
panels, running cable to other side of cooler

and keeping cable close to cooler wall. 



Medium cable ties; Attaching
transponders to beer line.

Medium cable tie used on beer line. When attaching transponder.
! Concave channel flush with beer 

line.

! Cable tie is in groves of
transponder.

! Cable ties are tight.

! Remove excess cable tie.



Small cable ties; To tidy up wires.



BLM-Q company contacts.

Katie Smith

Projects Manger

720-308-1933

katie.smith@bioqtech.org

David Middleton

President/CEO

303-847-1390

david.middleton@bioqtech.org


